Channels defined for 5 GHz bands (U.S. regulations), showing 20, 40, 80 and 160 MHz channels

(channel 14 is now allowed in the U.S. for one additional 20 MHz, one 40 MHz and one 80 MHz channel)

S
US U-NII 1 and U-NII 2 bands
e LAl 1: 5150-5250 Mz (ndoorsonh)

Band ! I Band U-NIl 2: 5250-5350 MHz
Edge | | A IRy, 8x 20 MHz channels
150, N e
2x 80 MHz channels
Channel 36 40 44 48 52 56 60 64 1x 160 MHz channel
F U-NII Il requires DFS
requency (MHz) 5180 5200 5220 5240 5260 5280 5300 5320

(& TPC if over 500 mW/27 dBm EIRP)

US intermediate band (U-NII 2 extended)
5450-5725 MHz

12x 20 MHz channels

6x 40 MHz channels

3x 80 MHz channels

1x 160 MHz channel

Channel 100 104 108 112 116 120 124 128 132 136 140 144 ® Requires DFS (& TPC if over 500 mW/27 dBm EIRP)

© 5600-5650 MHz is used by weather radars and is
Frequency (MHz) 5500 5520 5540 5560 5580 5600 5620 5640 5660 5680 5700 5720 temporarily not available in the U.S.

Band

B 'cage  !'Band

| [ | | US U-NII 3/ISM band
be | N O o 5725 5625 Mz
5725 | | I 580 5x 20 MHz channels
2x 40 MHz channels
Channel 149 153 157 161 165 1x 80 MHz channel
o Slightly different rules apply for channel 165 in
Frequency (MHz) 5745 5765 5785 5805 5825 ISM spectrum
;§\ www.wlanpros.com
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